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Site Extents for the "Habitat Restoration &
Sustainable Access on Errigal Mountain Project"
Site Area: 300 Hectares / 742 acres

Areas of existing Scree rock / stone which
have been identified as containing suitable
material which can be used for the stone
pitching and revetment elements of the path
restoration

Sustainable Access Route
The route which has been identified as providing
the most sustainable access to the summit of
Errigal Mountain.

summit approach
the peat path

the rib
the stone path

Habitat Restoration
The extent of the damaged areas of peat and scree
which will be the focus of a habitat restoration
plan

AutoCAD SHX Text
Errigal Mountain

AutoCAD SHX Text
Maumshantee

AutoCAD SHX Text
Owenwee

AutoCAD SHX Text
Bunleanarudda Bridge

AutoCAD SHX Text
Dermot & Grania's Bed

AutoCAD SHX Text
(Site of)

AutoCAD SHX Text
An Earagail

AutoCAD SHX Text
Chrystal Rock

AutoCAD SHX Text
103.7

AutoCAD SHX Text
103.0

AutoCAD SHX Text
99.8

AutoCAD SHX Text
99.5

AutoCAD SHX Text
104.5

AutoCAD SHX Text
99.4

AutoCAD SHX Text
104.0

AutoCAD SHX Text
106.2

AutoCAD SHX Text
DUNLEWY

AutoCAD SHX Text
LOUGH

AutoCAD SHX Text
38Kv

AutoCAD SHX Text
38Kv

AutoCAD SHX Text
Hostel

AutoCAD SHX Text
2320 629.110m



200m

300m

400m

500m

600m

700m

0m 100m 200m 300m 400m 500m

250m

600m 700m 800m 900m 1000m1100m1200m1300m1400m1500m1600m1700m1800m1900m2000m2100m2200m2300m2400m2500m2600m2700m2800m2900m

350m

450m

550m

650m

750m
'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Ex
ist

in
g

Pe
de

st
ria

n

Co
un

te
r

Existing
Pedestrian
Counter

Purpose
of Dwg:

Prepared:

Checked:

Approved:

Date:

Date:

Date:

Title:

Project:

Location:

Part 8
Tender

Safety File
Other

ü

Community & Planning Services

Donegal County Council, Station Island, Lifford, Co Donegal

Tel:(074)9153900 l Fax:(074)9141793 l www.donegalcoco.ie

L. Ward, Director of Community & Planning Services Horizontal Scale: Vertical Scale:

Ascent Project - Upland Path on Errigal Mountain

Mt. Errigal, Dunlewy, Co. Donegal

Path Extents, Chainages & Elevations

c  Ordanance Survey
Ireland.

All rights reseved.
Licence Number 2003/07
CCMA / Donegal County

Council 1:10,000 @ A3 / 1:5,000 @ A1

AMN

JK

Jan 2019

Jan 2019

Dw
g 

N
um

be
r:

As
ce

nt
/E

rr
ig

al
/P

ar
t8

/0
03

AutoCAD SHX Text
2850 746.350m

AutoCAD SHX Text
Errigal Mountain

AutoCAD SHX Text
Dermot & Grania's Bed

AutoCAD SHX Text
(Site of)

AutoCAD SHX Text
30 231.790m

AutoCAD SHX Text
40 232.300m

AutoCAD SHX Text
50 233.620m

AutoCAD SHX Text
60 235.610m

AutoCAD SHX Text
70 236.870m

AutoCAD SHX Text
80 237.670m

AutoCAD SHX Text
90 239.040m

AutoCAD SHX Text
100 239.710m

AutoCAD SHX Text
110 241.680m

AutoCAD SHX Text
120 243.860m

AutoCAD SHX Text
130 245.650m

AutoCAD SHX Text
140 245.730m

AutoCAD SHX Text
150 247.150m

AutoCAD SHX Text
160 247.950m

AutoCAD SHX Text
170 249.050m

AutoCAD SHX Text
180 250.250m

AutoCAD SHX Text
190 252.640m

AutoCAD SHX Text
200 254.150m

AutoCAD SHX Text
210 255.730m

AutoCAD SHX Text
220 256.760m

AutoCAD SHX Text
230 254.920m

AutoCAD SHX Text
240 260.600m

AutoCAD SHX Text
250 262.620m

AutoCAD SHX Text
260 262.820m

AutoCAD SHX Text
270 265.420m

AutoCAD SHX Text
280 266.130m

AutoCAD SHX Text
310 269.310m

AutoCAD SHX Text
320 271.910m

AutoCAD SHX Text
330 273.880m

AutoCAD SHX Text
340 276.880m

AutoCAD SHX Text
350 279.050m

AutoCAD SHX Text
360 279.210m

AutoCAD SHX Text
370 279.730m

AutoCAD SHX Text
380 282.320m

AutoCAD SHX Text
390 283.510m

AutoCAD SHX Text
400 284.090m

AutoCAD SHX Text
410 285.070m

AutoCAD SHX Text
420 287.290m

AutoCAD SHX Text
430 289.410m

AutoCAD SHX Text
440 291.450m

AutoCAD SHX Text
450 292.890m

AutoCAD SHX Text
460 295.160m

AutoCAD SHX Text
470 296.710m

AutoCAD SHX Text
480 298.370m

AutoCAD SHX Text
490 298.670m

AutoCAD SHX Text
500 300.610m

AutoCAD SHX Text
510 303.480m

AutoCAD SHX Text
520 304.780m

AutoCAD SHX Text
530 306.370m

AutoCAD SHX Text
540 309.310m

AutoCAD SHX Text
550 310.020m

AutoCAD SHX Text
560 311.010m

AutoCAD SHX Text
570 313.550m

AutoCAD SHX Text
580 314.330m

AutoCAD SHX Text
590 315.340m

AutoCAD SHX Text
610 321.100m

AutoCAD SHX Text
620 322.120m

AutoCAD SHX Text
630 324.770m

AutoCAD SHX Text
660 326.000m

AutoCAD SHX Text
670 328.320m

AutoCAD SHX Text
680 329.680m

AutoCAD SHX Text
690 329.600m

AutoCAD SHX Text
700 331.030m

AutoCAD SHX Text
710 333.820m

AutoCAD SHX Text
720 334.940m

AutoCAD SHX Text
730 335.810m

AutoCAD SHX Text
740 337.190m

AutoCAD SHX Text
750 337.610m

AutoCAD SHX Text
760 338.680m

AutoCAD SHX Text
770 340.000m

AutoCAD SHX Text
780 340.090m

AutoCAD SHX Text
800 341.020m

AutoCAD SHX Text
810 342.800m

AutoCAD SHX Text
820 342.460m

AutoCAD SHX Text
830 343.940m

AutoCAD SHX Text
840 343.200m

AutoCAD SHX Text
850 342.030m

AutoCAD SHX Text
860 344.750m

AutoCAD SHX Text
870 346.670m

AutoCAD SHX Text
880 347.290m

AutoCAD SHX Text
890 348.500m

AutoCAD SHX Text
900 348.890m

AutoCAD SHX Text
910 350.690m

AutoCAD SHX Text
920 351.760m

AutoCAD SHX Text
930 352.010m

AutoCAD SHX Text
940 354.130m

AutoCAD SHX Text
950 355.350m

AutoCAD SHX Text
960 355.560m

AutoCAD SHX Text
970 353.900m

AutoCAD SHX Text
980 355.440m

AutoCAD SHX Text
990 356.610m

AutoCAD SHX Text
1000 356.810m

AutoCAD SHX Text
1010 357.310m

AutoCAD SHX Text
1020 357.880m

AutoCAD SHX Text
1030 359.510m

AutoCAD SHX Text
1040 359.220m

AutoCAD SHX Text
1050 359.920m

AutoCAD SHX Text
1060 360.040m

AutoCAD SHX Text
1070 360.090m

AutoCAD SHX Text
1080 360.710m

AutoCAD SHX Text
1090 362.000m

AutoCAD SHX Text
1100 363.060m

AutoCAD SHX Text
1110 364.590m

AutoCAD SHX Text
1120 366.490m

AutoCAD SHX Text
1130 367.530m

AutoCAD SHX Text
1140 370.150m

AutoCAD SHX Text
1150 373.000m

AutoCAD SHX Text
1160 375.600m

AutoCAD SHX Text
1170 373.830m

AutoCAD SHX Text
1180 374.660m

AutoCAD SHX Text
1190 376.280m

AutoCAD SHX Text
1200 378.560m

AutoCAD SHX Text
1210 378.830m

AutoCAD SHX Text
1220 380.860m

AutoCAD SHX Text
1230 382.250m

AutoCAD SHX Text
1240 384.960m

AutoCAD SHX Text
1250 387.260m

AutoCAD SHX Text
1260 391.300m

AutoCAD SHX Text
1270 392.820m

AutoCAD SHX Text
1280 394.020m

AutoCAD SHX Text
1290 395.990m

AutoCAD SHX Text
1300 397.690m

AutoCAD SHX Text
1310 399.000m

AutoCAD SHX Text
1320 399.960m

AutoCAD SHX Text
1330 401.550m

AutoCAD SHX Text
1340 404.090m

AutoCAD SHX Text
1350 406.540m

AutoCAD SHX Text
1360 404.370m

AutoCAD SHX Text
1370 408.480m

AutoCAD SHX Text
1380 408.830m

AutoCAD SHX Text
1390 407.070m

AutoCAD SHX Text
1400 410.270m

AutoCAD SHX Text
1410 411.610m

AutoCAD SHX Text
1420 412.070m

AutoCAD SHX Text
1430 413.670m

AutoCAD SHX Text
1440 415.550m

AutoCAD SHX Text
1450 418.810m

AutoCAD SHX Text
1460 420.100m

AutoCAD SHX Text
1470 421.610m

AutoCAD SHX Text
1480 424.270m

AutoCAD SHX Text
1490 424.930m

AutoCAD SHX Text
1500 425.280m

AutoCAD SHX Text
1510 425.450m

AutoCAD SHX Text
1520 427.260m

AutoCAD SHX Text
1530 429.850m

AutoCAD SHX Text
1540 431.450m

AutoCAD SHX Text
1550 431.360m

AutoCAD SHX Text
1560 433.480m

AutoCAD SHX Text
1570 437.230m

AutoCAD SHX Text
1580 439.330m

AutoCAD SHX Text
1590 441.750m

AutoCAD SHX Text
1600 442.160m

AutoCAD SHX Text
1610 443.090m

AutoCAD SHX Text
1620 445.320m

AutoCAD SHX Text
1630 446.660m

AutoCAD SHX Text
1640 446.940m

AutoCAD SHX Text
1650 448.210m

AutoCAD SHX Text
1660 450.050m

AutoCAD SHX Text
1670 451.290m

AutoCAD SHX Text
1680 449.830m

AutoCAD SHX Text
1690 450.740m

AutoCAD SHX Text
1700 452.770m

AutoCAD SHX Text
1710 454.000m

AutoCAD SHX Text
1720 456.900m

AutoCAD SHX Text
1730 459.080m

AutoCAD SHX Text
1740 460.980m

AutoCAD SHX Text
1750 461.360m

AutoCAD SHX Text
1760 462.290m

AutoCAD SHX Text
1770 464.640m

AutoCAD SHX Text
1780 468.500m

AutoCAD SHX Text
1790 471.970m

AutoCAD SHX Text
1800 473.950m

AutoCAD SHX Text
1810 478.390m

AutoCAD SHX Text
1820 481.000m

AutoCAD SHX Text
1830 484.950m

AutoCAD SHX Text
1840 487.360m

AutoCAD SHX Text
1850 488.590m

AutoCAD SHX Text
1860 490.240m

AutoCAD SHX Text
1870 492.590m

AutoCAD SHX Text
1880 496.210m

AutoCAD SHX Text
1890 497.490m

AutoCAD SHX Text
1900 499.230m

AutoCAD SHX Text
1910 499.400m

AutoCAD SHX Text
1920 500.420m

AutoCAD SHX Text
1930 502.020m

AutoCAD SHX Text
1940 504.770m

AutoCAD SHX Text
1950 510.640m

AutoCAD SHX Text
1960 513.120m

AutoCAD SHX Text
1970 516.550m

AutoCAD SHX Text
1980 520.970m

AutoCAD SHX Text
1990 524.530m

AutoCAD SHX Text
2000 528.200m

AutoCAD SHX Text
2010 531.390m

AutoCAD SHX Text
2020 534.790m

AutoCAD SHX Text
2030 538.500m

AutoCAD SHX Text
2040 542.680m

AutoCAD SHX Text
2050 546.710m

AutoCAD SHX Text
2060 547.170m

AutoCAD SHX Text
2070 551.820m

AutoCAD SHX Text
2080 554.660m

AutoCAD SHX Text
2090 559.550m

AutoCAD SHX Text
2100 561.150m

AutoCAD SHX Text
2110 564.800m

AutoCAD SHX Text
2120 568.980m

AutoCAD SHX Text
2130 573.040m

AutoCAD SHX Text
2140 575.990m

AutoCAD SHX Text
2150 578.420m

AutoCAD SHX Text
2160 581.490m

AutoCAD SHX Text
2170 583.870m

AutoCAD SHX Text
2180 586.240m

AutoCAD SHX Text
2190 590.780m

AutoCAD SHX Text
2200 596.110m

AutoCAD SHX Text
2210 598.830m

AutoCAD SHX Text
2220 601.340m

AutoCAD SHX Text
2230 605.350m

AutoCAD SHX Text
2240 609.080m

AutoCAD SHX Text
2250 613.260m

AutoCAD SHX Text
2260 614.540m

AutoCAD SHX Text
2270 616.230m

AutoCAD SHX Text
2280 615.960m

AutoCAD SHX Text
2290 620.320m

AutoCAD SHX Text
2300 618.620m

AutoCAD SHX Text
2310 625.110m

AutoCAD SHX Text
2320 629.110m

AutoCAD SHX Text
2330 630.910m

AutoCAD SHX Text
2340 634.830m

AutoCAD SHX Text
2350 638.910m

AutoCAD SHX Text
2360 642.360m

AutoCAD SHX Text
2370 646.100m

AutoCAD SHX Text
2380 649.560m

AutoCAD SHX Text
2390 654.140m

AutoCAD SHX Text
2400 656.520m

AutoCAD SHX Text
2410 658.460m

AutoCAD SHX Text
2420 662.410m

AutoCAD SHX Text
2430 665.680m

AutoCAD SHX Text
2440 669.030m

AutoCAD SHX Text
2450 671.400m

AutoCAD SHX Text
2460 672.210m

AutoCAD SHX Text
2540 690.470m

AutoCAD SHX Text
2550 692.090m

AutoCAD SHX Text
2560 693.450m

AutoCAD SHX Text
2570 696.200m

AutoCAD SHX Text
2580 695.800m

AutoCAD SHX Text
2590 698.930m

AutoCAD SHX Text
2600 701.120m

AutoCAD SHX Text
2610 702.510m

AutoCAD SHX Text
2620 704.570m

AutoCAD SHX Text
2630 705.260m

AutoCAD SHX Text
2640 707.580m

AutoCAD SHX Text
2650 710.140m

AutoCAD SHX Text
2660 711.820m

AutoCAD SHX Text
2670 712.550m

AutoCAD SHX Text
2680 712.940m

AutoCAD SHX Text
2690 714.790m

AutoCAD SHX Text
2700 715.530m

AutoCAD SHX Text
2710 715.130m

AutoCAD SHX Text
2720 716.910m

AutoCAD SHX Text
2730 720.260m

AutoCAD SHX Text
2740 722.340m

AutoCAD SHX Text
2750 725.320m

AutoCAD SHX Text
2760 729.530m

AutoCAD SHX Text
2770 730.270m

AutoCAD SHX Text
2780 732.000m

AutoCAD SHX Text
2790 736.200m

AutoCAD SHX Text
2800 738.090m

AutoCAD SHX Text
2810 740.620m

AutoCAD SHX Text
2820 740.150m

AutoCAD SHX Text
2830 741.400m

AutoCAD SHX Text
2840 745.320m

AutoCAD SHX Text
2860 748.780m

AutoCAD SHX Text
20

AutoCAD SHX Text
10

AutoCAD SHX Text
0

AutoCAD SHX Text
2870 751.290m



Existing
Pedestrian
Counter

200m

300m

400m

500m

600m

700m

0m 100m 200m 300m 400m 500m

250m

600m 700m 800m 900m 1000m1100m1200m1300m1400m1500m1600m1700m1800m1900m2000m2100m2200m2300m2400m2500m2600m2700m2800m2900m

350m

450m

550m

650m

750m
'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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Aggregate Path Detail

Cross Drain Detail

Water Bar Detail

with silt sump

Pitched Path Detail

Anchor Bar Detail

Turfed Drainage Detail

Path Revetment Detail

Typical Landscaping Detail
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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Maps Legend

CH: 400m to 500m Scale 1:250 @ A1 l 1:500 @ A3 CH: 500m to 600m Scale 1:250 @ A1 l 1:500 @ A3 Location Key NOT TO SCALE

Typical Path Construction Method Details
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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Maps Legend

CH:700m to 800m Scale 1:250 @ A1 l 1:500 @ A3 CH: 800m to 900m Scale 1:250 @ A1 l 1:500 @ A3 Location Key NOT TO SCALE
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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Aggregate Path Detail

Cross Drain Detail
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Maps Legend

CH: 1000m to 1100m Scale 1:250 @ A1 l 1:500 @ A3 CH: 1100m to 1200m Scale 1:250 @ A1 l 1:500 @ A3 Location Key NOT TO SCALE
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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Maps Legend

CH: 1300m to 1400m Scale 1:250 @ A1 l 1:500 @ A3 CH: 1400m to 1500m Scale 1:250 @ A1 l 1:500 @ A3 Location Key NOT TO SCALE
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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with silt sump
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CH: 1600m to 1700m Scale 1:250 @ A1 l 1:500 @ A3 CH: 1700m to 1800m Scale 1:250 @ A1 l 1:500 @ A3 Location Key NOT TO SCALE
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450m

550m

650m

750m
'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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Aggregate Path Detail

Cross Drain Detail

Water Bar Detail

with silt sump
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Anchor Bar Detail
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Path Revetment Detail

Typical Landscaping Detail
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres
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Cross Drain Detail

Water Bar Detail

with silt sump

Pitched Path Detail

Anchor Bar Detail

Turfed Drainage Detail

Path Revetment Detail
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15.5m
33.0m

BUS

BUS

20m timber effect
crash barrier

Existing entrance to be widened
by 3m to allow for bus parking.
Two new stone pillars to be built
using the stone from the section
of wall to be removed

New surfacing and lining
to existing car park

10m timber effect
crash barrier

15.5m
33.0m

All existing stone boundary
walls to be retained

5.0m wide existing opening

1.8m

Existing Stone wall
to be retained

New timber rail fence to
control access onto the
mountain path

New double sided information panel,
approx 1.8m high x 1.2m wide

1.2m

Purpose
of Dwg:

Prepared:

Checked:

Approved:

Date:

Date:

Date:

Title:

Project:

Location:

Information
Part 8
Tender

Construction
Safety File
Other

ü

Community & Planning Services

Donegal County Council, Station Island, Lifford, Co Donegal

Tel:(074)9153900 l Fax:(074)9141793 l www.donegalcoco.ie

L. Ward, Director of Community & Planning Services

Rev By Date Description

Horizontal Scale: Vertical Scale:

Ascent Project - Upland Path on Errigal Mountain

Mt. Errigal, Dunlewy, Co. Donegal

Car Park Improvements to provide access and
parking for 1No. large bus and 17No. cars
Erection of information signage at the access
point to the mountain
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'The Peat Path' 'The Rib' 'The Stone Path' ' Summit Apprach'

Aggregate path with geotextile base (T1000 Teram &
Tensar Grid). width to vary between 1.0m - 1.2m, for first
800m, and 0.85m - 1.05m for remainder

Turfed drainage channel to direct water away
from the path and carry it towards the cross
drains

Cross drain with silt sump to prevent path
material from entering the drainage system

Waterbar with sump to prevent path material from
entering the drainage system

* Location and frequency of path features may vary to suit the terrain and ground conditions on site

Anchor Bars to be installed to stabilise the aggregate
path were required

Repair and restoration of path edges and path features
post construction (using turfs & sods)

Pitched Path Construction, width to vary between 0.85m
and 1.05m

Boardwalk
(see dwg 'Ascent/Errigal/Part 8/005' for detail)

Light-Touch methods to be used to create a more
identifiable alignment through the existing shattered rock
surface material

Stone Revetment, to be used as required to support the path

Cleft Chestnut Fencing
To be temporarily
installed along short
sections of the peat
path to aid with the
habitat restoration
process (between
chainage 0m - 1000m)

Way-marker posts
max. 1.2m high
Timber / plastic
material. To be used
to direct walkers
along the path at key
locations @ approx
500m centres

500.0m

100.0m

Gradient of boardwalk not to exceed 1:20

1.2m

100mm x 100mm x
required length
posts to be driven to reach
solid strata.  Posts to be
recycled plastic & black /
brown in colour

0.15 x 0.03 x 1.8m plastic decking board
3.0m

Boardwalk to tie in level
with aggregate path

Typical Longitudinal Section

Plan Detail

1.2m

3.0m

Typical Cross Section
Peat Layer
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